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Report No.: TH-4771A Test Time: 2024/3/31 09:53

Luminaire Property
Luminaire Manufacturer: 
Luminaire Category: Luminaire Description: E41348
Lamp Catalog: Lamp Description: 
Number of Lamps: Lumens per Lamp: 
Luminous Length (mm): Luminous Width (mm): 
Luminous Height (mm): Voltage: 120.1 V
Current: 0.512 A Power: 60.60 W
Power Factor: 0.985

Photometric Results
CIE Class: Direct Total Rated Lamp Lumens: 3492.0 lm
Measurement Flux: 3492 lm Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%
Horizontal Diffuse Angle(50%): H117.8
Vertical Diffuse Angle(50%): V119
Luminaire Efficacy Rating (LER): 57.67 C0r0 Intensity: 1142.7 cd
Max. Intensity: 1151.15 cd Pos of Max. Intensity: H90 V3
S/MH(C0/C180): 1.33 S/MH(C90/C270): 1.34

Picture Of Luminaire Luminous Intensity Distribution Curve

0

180

9090

1010

170170

2020

160160

3030

150150

4040

140140

5050

130130

6060

120120

7070

110110

8080

100100

1438

1151

863

575

287

Average Diffuse Angle(50%): 118.3°

C0-C180 C90-C270 G3

Unit: cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 



Page 2 of 18 Pages

Luminous Intensity Distribution Curve
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C0-C180 C90-C270 Unit: cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Coefficients Of Utilization - Zonal Cavity Method

Curves of Luminaires vs Lighting Area

Spacing Criteria (0-180): 1.33
Spacing Criteria (90-270): 1.34
Spacing Criteria (Diagonal): 1.45
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Luminous Flux 5000 lm
Maintain Factor 0.80
Suspend Length 0.00m

Work Height 0.75m
Average Lux 100 lx

Line Type Reflectivity(%)
Ceil Wall Floor
70 50 30

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Isocandela (rectangle)
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( 10%):   115 cd ( 16%):   184 cd
( 25%):   288 cd ( 40%):   460 cd
( 63%):   725 cd (100%):  1151 cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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IsoLux Plot
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Mounting Height: 4.5m   Max Lux(100%): 56.7 lx
( 10%):   5.7 lx ( 20%):  11.3 lx
( 30%):  17.0 lx ( 40%):  22.7 lx
( 50%):  28.3 lx ( 60%):  34.0 lx
( 70%):  39.7 lx ( 80%):  45.4 lx

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Lum Limit Curve

L(cd/sq.m) G45 G50 G55 G60 G65 G70 G75 G80 G85

C0

C90

C180

C270

863 813 714 599 481 362 246 130 43

858 809 709 596 476 359 239 127 42

833 732 635 517 353 245 157 92 14

837 743 640 539 430 318 214 115 40

Dazzle Quality Illuminance (lx)
1.15 A 2000 1000 500 <=300
1.50 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.20 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
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C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Illuminance at a Distance

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)

30.0 1.27 99.35/101.77 8035.6 0.19

1.0 1142.70 3.31/3.39 8.9 171.55
2.0 285.68 6.62/6.78 35.7 42.89
3.0 126.97 9.93/10.18 80.4 19.06
4.0 71.42 13.25/13.57 142.9 10.72
5.0 45.71 16.56/16.96 223.2 6.86

10.0 11.43 33.12/33.92 892.8 1.72

15.0 5.08 49.67/50.89 2008.9 0.76

20.0 2.86 66.23/67.85 3571.4 0.43

25.0 1.83 82.79/84.81 5580.3 0.27

Beam Angle(B): H117.7 V119.0  Field Angle(F): H158.7 V160.6

Dh

Dv

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Vertical IsoLux Plot
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Lowest(m): 1.0m    Highest(m): 10.0m    Max Lux: 1142.7 lx
( 10%): 114.3 lx ( 20%): 228.5 lx
( 30%): 342.8 lx ( 40%): 457.1 lx
( 50%): 571.4 lx ( 60%): 685.6 lx
( 70%): 799.9 lx ( 80%): 914.2 lx

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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The Average Illuminance Effective Figure

Beam Angle:120.0°Height Avg./Nadir. E Diameter / Area

1.0m 295.16/       3.46m / 9.42sq.m 1142.70lx
2.0m 73.79/       6.93m / 37.70sq.m 285.68lx
3.0m 32.80/      10.39m / 84.82sq.m 126.97lx
4.0m 18.45/      13.86m / 150.80sq.m 71.42lx
5.0m 11.81/      17.32m / 235.62sq.m 45.71lx

10.0m 2.95/      34.64m / 942.48sq.m 11.43lx

15.0m 1.31/      51.96m / 2120.58sq.m 5.08lx

20.0m 0.74/      69.28m / 3769.91sq.m 2.86lx

25.0m 0.47/      86.60m / 5890.49sq.m 1.83lx

30.0m 0.33/     103.92m / 8482.30sq.m 1.27lx

Flux Out: 2781.85lm

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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UGR Table

Reflectance:

Room dimensions

Ceiling (cavity)

Wall

Reference plane

X=2H Y=2H

3H

4H

6H

8H

12H

X=4H Y=2H

3H

4H

6H

8H

12H

X=8H Y=4H

6H

8H

12H

X=12H Y=4H

6H

8H

Viewed crosswise Viewed endwise
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0.5

0.3

0.2

0.3

0.3

0.2

0.3

0.3

0.2

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$-1.$ -1.$

Variations with the observer position at spacings:

S=1.0H -1.$/-1.$ -1.$/-1.$

S=1.5H -1.$/-1.$ -1.$/-1.$

S=2.0H -1.$/-1.$ -1.$/-1.$

Calculate in accordance with CIE Pub.117. The table is revised with 3492lm (8log(F/F0) = 4.3).

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Zonal Lumen
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]
0.0-1.0 1143.9 1.1 1.1 0.03 0.03
1.0-2.0 1144.7 3.3 4.4 0.09 0.13
2.0-3.0 1145.1 5.5 9.9 0.16 0.28
3.0-4.0 1145.7 7.7 17.5 0.22 0.50
4.0-5.0 1144.1 9.8 27.4 0.28 0.78
5.0-6.0 1142.7 12.0 39.4 0.34 1.13
6.0-7.0 1140.7 14.2 53.5 0.41 1.53
7.0-8.0 1138.3 16.3 69.8 0.47 2.00
8.0-9.0 1136.4 18.4 88.3 0.53 2.53
9.0-10.0 1135.1 20.5 108.8 0.59 3.12
10.0-11.0 1135.1 22.7 131.5 0.65 3.77
11.0-12.0 1132.8 24.8 156.3 0.71 4.47
12.0-13.0 1128.5 26.8 183.0 0.77 5.24
13.0-14.0 1122.7 28.7 211.8 0.82 6.06
14.0-15.0 1118.4 30.7 242.5 0.88 6.94
15.0-16.0 1114.9 32.7 275.2 0.94 7.88
16.0-17.0 1111.2 34.6 309.8 0.99 8.87
17.0-18.0 1106.3 36.5 346.2 1.04 9.92
18.0-19.0 1100.4 38.3 384.5 1.10 11.01
19.0-20.0 1096.0 40.1 424.7 1.15 12.16
20.0-21.0 1090.6 41.9 466.5 1.20 13.36
21.0-22.0 1085.4 43.6 510.2 1.25 14.61
22.0-23.0 1079.2 45.3 555.4 1.30 15.91
23.0-24.0 1073.3 46.9 602.4 1.34 17.25
24.0-25.0 1067.7 48.6 650.9 1.39 18.64
25.0-26.0 1060.8 50.1 701.0 1.43 20.08
26.0-27.0 1054.7 51.6 752.6 1.48 21.55
27.0-28.0 1045.8 53.0 805.6 1.52 23.07
28.0-29.0 1037.1 54.3 859.8 1.55 24.62
29.0-30.0 1029.1 55.6 915.4 1.59 26.22
30.0-31.0 1020.2 56.8 972.2 1.63 27.84
31.0-32.0 1012.1 58.0 1030.2 1.66 29.50
32.0-33.0 1002.8 59.1 1089.3 1.69 31.19
33.0-34.0 994.0 60.2 1149.4 1.72 32.92
34.0-35.0 983.9 61.1 1210.6 1.75 34.67
35.0-36.0 973.4 62.0 1272.5 1.78 36.44

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Zonal Lumen (Continue 1) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]
36.0-37.0 963.7 62.9 1335.4 1.80 38.24
37.0-38.0 952.2 63.6 1399.0 1.82 40.06
38.0-39.0 939.9 64.2 1463.1 1.84 41.90
39.0-40.0 926.1 64.6 1527.7 1.85 43.75
40.0-41.0 912.3 65.0 1592.7 1.86 45.61
41.0-42.0 898.0 65.3 1658.0 1.87 47.48
42.0-43.0 883.6 65.5 1723.4 1.87 49.35
43.0-44.0 870.1 65.7 1789.1 1.88 51.23
44.0-45.0 855.4 65.7 1854.8 1.88 53.12
45.0-46.0 841.3 65.8 1920.6 1.88 55.00
46.0-47.0 826.8 65.8 1986.4 1.88 56.89
47.0-48.0 812.0 65.7 2052.1 1.88 58.77
48.0-49.0 797.1 65.5 2117.5 1.87 60.64
49.0-50.0 781.7 65.2 2182.7 1.87 62.51
50.0-51.0 765.7 64.8 2247.5 1.86 64.36
51.0-52.0 746.5 64.1 2311.6 1.83 66.20
52.0-53.0 726.3 63.2 2374.8 1.81 68.01
53.0-54.0 705.7 62.2 2437.0 1.78 69.79
54.0-55.0 684.8 61.1 2498.1 1.75 71.54
55.0-56.0 663.2 59.9 2558.0 1.72 73.26
56.0-57.0 636.2 58.2 2616.2 1.67 74.92
57.0-58.0 610.1 56.4 2672.6 1.62 76.54
58.0-59.0 590.2 55.2 2727.8 1.58 78.12
59.0-60.0 571.8 54.0 2781.9 1.55 79.66
60.0-61.0 550.6 52.5 2834.4 1.50 81.17
61.0-62.0 524.2 50.5 2884.9 1.45 82.62
62.0-63.0 496.2 48.3 2933.2 1.38 84.00
63.0-64.0 470.6 46.2 2979.4 1.32 85.32
64.0-65.0 446.9 44.2 3023.6 1.27 86.59
65.0-66.0 422.7 42.2 3065.8 1.21 87.80
66.0-67.0 400.2 40.2 3106.0 1.15 88.95
67.0-68.0 378.5 38.3 3144.4 1.10 90.05
68.0-69.0 355.7 36.3 3180.7 1.04 91.09
69.0-70.0 332.8 34.2 3214.8 0.98 92.06
70.0-71.0 309.6 32.0 3246.8 0.92 92.98
71.0-72.0 287.1 29.9 3276.7 0.85 93.84

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Zonal Lumen (Continue 2) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]
72.0-73.0 266.3 27.8 3304.5 0.80 94.63
73.0-74.0 246.8 25.9 3330.5 0.74 95.38
74.0-75.0 225.6 23.8 3354.3 0.68 96.06
75.0-76.0 203.5 21.6 3375.9 0.62 96.68
76.0-77.0 182.9 19.5 3395.4 0.56 97.24
77.0-78.0 163.0 17.5 3412.9 0.50 97.74
78.0-79.0 143.4 15.4 3428.3 0.44 98.18
79.0-80.0 124.8 13.5 3441.8 0.39 98.56
80.0-81.0 107.3 11.6 3453.4 0.33 98.90
81.0-82.0 88.9 9.6 3463.0 0.28 99.17
82.0-83.0 69.6 7.6 3470.6 0.22 99.39
83.0-84.0 53.4 5.8 3476.4 0.17 99.55
84.0-85.0 40.7 4.4 3480.8 0.13 99.68
85.0-86.0 31.3 3.4 3484.3 0.10 99.78
86.0-87.0 24.8 2.7 3487.0 0.08 99.86
87.0-88.0 19.0 2.1 3489.1 0.06 99.92
88.0-89.0 14.8 1.6 3490.7 0.05 99.96
89.0-90.0 11.5 1.3 3491.9 0.04 100.00

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Zonal Lumen (Continue 3) 

cone flux(90°): 1854.84 lm

%lum = 53.1%
%lamp = 53.1%

cone flux(120°): 2781.85 lm

%lum = 79.7%
%lamp = 79.7%

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Candlepower Table
G\C C0.0 C90.0 C180.0 C270.0 C360.0
G0.0 1142.7 1142.7 1142.7 1142.7 1142.7
G1.0 1143.0 1148.5 1142.5 1146.5 1143.0
G2.0 1142.7 1145.8 1140.6 1148.3 1142.7
G3.0 1146.3 1151.1 1139.9 1146.3 1146.3
G4.0 1143.1 1146.4 1142.5 1150.0 1143.1
G5.0 1144.7 1144.1 1141.5 1140.2 1144.7
G6.0 1141.6 1144.3 1140.3 1145.2 1141.6
G7.0 1137.2 1138.0 1140.8 1137.9 1137.2
G8.0 1135.7 1141.6 1133.6 1141.6 1135.7
G9.0 1132.2 1133.4 1134.5 1138.5 1132.2
G10.0 1136.2 1139.6 1130.8 1135.5 1136.2
G11.0 1130.7 1131.9 1135.0 1141.1 1130.7
G12.0 1129.8 1129.5 1131.4 1133.4 1129.8
G13.0 1119.5 1121.2 1130.2 1133.1 1119.5
G14.0 1115.3 1111.0 1125.6 1125.3 1115.3
G15.0 1110.2 1108.6 1123.4 1127.6 1110.2
G16.0 1102.3 1102.5 1120.9 1123.7 1102.3
G17.0 1098.5 1102.3 1118.4 1121.2 1098.5
G18.0 1089.4 1088.6 1113.5 1118.4 1089.4
G19.0 1085.0 1084.2 1110.5 1113.7 1085.0
G20.0 1077.7 1073.2 1107.3 1116.4 1077.7
G21.0 1071.1 1064.3 1107.2 1107.6 1071.1
G22.0 1064.5 1056.8 1103.6 1107.7 1064.5
G23.0 1050.6 1049.5 1099.5 1101.2 1050.6
G24.0 1045.1 1050.3 1095.1 1095.5 1045.1
G25.0 1035.2 1038.1 1085.4 1097.2 1035.2
G26.0 1033.1 1032.0 1079.3 1085.9 1033.1
G27.0 1023.8 1026.1 1072.4 1085.0 1023.8
G28.0 1016.2 1009.3 1066.8 1067.1 1016.2
G29.0 1009.1 1005.9 1058.8 1063.7 1009.1
G30.0 998.6 992.2 1050.3 1054.0 998.6
G31.0 989.4 988.6 1041.7 1046.5 989.4
G32.0 978.9 978.7 1031.7 1041.2 978.9
G33.0 971.9 970.5 1022.8 1026.7 971.9
G34.0 960.5 963.4 1013.5 1022.9 960.5
G35.0 951.4 949.8 1003.5 1006.3 951.4
G36.0 945.0 940.6 990.4 1000.2 945.0

Unit: cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Candlepower Table (Continue 1) 
G\C C0.0 C90.0 C180.0 C270.0 C360.0

G37.0 934.4 931.7 978.8 988.5 934.4
G38.0 927.9 921.5 963.5 971.6 927.9
G39.0 917.5 913.2 948.1 955.5 917.5
G40.0 906.7 904.6 930.5 932.8 906.7
G41.0 896.7 893.5 912.8 921.2 896.7
G42.0 887.4 884.6 889.3 898.6 887.4
G43.0 879.8 875.4 870.7 882.7 879.8
G44.0 870.7 865.9 851.8 863.6 870.7
G45.0 863.2 858.5 832.6 836.9 863.2
G46.0 852.0 852.1 813.8 821.3 852.0
G47.0 842.1 841.5 793.3 797.9 842.1
G48.0 831.8 831.1 774.8 783.5 831.8
G49.0 821.9 816.9 755.9 761.1 821.9
G50.0 813.5 809.1 732.2 743.2 813.5
G51.0 797.6 792.7 713.0 724.1 797.6
G52.0 779.4 772.3 693.1 699.6 779.4
G53.0 756.7 751.4 674.4 683.2 756.7
G54.0 736.1 728.8 654.8 659.9 736.1
G55.0 714.2 708.6 635.3 640.4 714.2
G56.0 692.6 685.9 611.4 617.5 692.6
G57.0 671.8 665.3 547.1 598.2 671.8
G58.0 643.2 638.9 538.0 578.4 643.2
G59.0 622.4 616.9 527.2 556.5 622.4
G60.0 599.0 595.9 517.4 539.1 599.0
G61.0 576.7 571.4 493.4 511.7 576.7
G62.0 552.8 546.1 447.8 493.6 552.8
G63.0 529.6 522.5 405.9 471.2 529.6
G64.0 507.6 500.1 377.0 450.6 507.6
G65.0 480.6 476.5 352.5 430.0 480.6
G66.0 458.1 453.2 324.5 406.2 458.1
G67.0 434.5 430.1 308.4 386.7 434.5
G68.0 411.6 405.8 287.4 363.2 411.6
G69.0 385.5 382.6 265.9 343.8 385.5
G70.0 362.0 359.2 245.1 318.2 362.0
G71.0 339.6 335.7 219.9 296.9 339.6
G72.0 314.9 309.5 204.1 275.8 314.9
G73.0 290.3 287.2 191.8 256.5 290.3

Unit: cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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Candlepower Table (Continue 2) 
G\C C0.0 C90.0 C180.0 C270.0 C360.0

G74.0 267.6 264.8 175.3 240.6 267.6
G75.0 245.5 239.5 157.4 214.2 245.5
G76.0 221.7 218.2 140.8 191.0 221.7
G77.0 197.3 194.9 127.4 171.9 197.3
G78.0 175.3 171.4 114.4 151.7 175.3
G79.0 151.7 148.7 100.8 133.3 151.7
G80.0 130.3 126.6 91.7 115.4 130.3
G81.0 109.7 106.1 81.0 97.7 109.7
G82.0 91.1 87.2 58.4 79.6 91.1
G83.0 72.5 69.8 34.6 63.8 72.5
G84.0 56.8 54.0 26.3 49.9 56.8
G85.0 43.0 41.6 14.2 39.7 43.0
G86.0 32.8 31.8 16.7 30.8 32.8
G87.0 24.1 23.4 15.6 23.2 24.1
G88.0 17.9 17.6 13.0 17.4 17.9
G89.0 12.9 12.8 14.0 12.9 12.9
G90.0 8.4 8.4 12.2 9.9 8.4

Unit: cd

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 
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LED Average Luminance Report

Standard: GB/T 29293-2012

Avg.L

L 0-180(65) av

L 0-180(75) av

L 0-180(85) av

L 90-270(65) av

L 90-270(75) av

L 90-270(85) av

L 45(65) av

L 45(75) av

L 45(85) av

cd/m^2

1.#J

1.#J

1.#J

1.#J

1.#J

1.#J

1.#J

1.#J

1.#J

C Plane (°):0.0-360.0: 90.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: inventfine instruments Test Device: GPM-1800B
Test Type: TYPE C Distance: 8.684 m [K=1.0000]
Temperature: 26 Humidity: 65
Operator: Jacky Inspector: 


